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Progetto Preliminare - Elementi Base



Analisi delle esigenze

● Prevenzione e contrasto alle forme di criminalità 

● Migliorare la percezione di sicurezza dei cittadini

● Favorire l’impiego delle Forze di polizia sul territorio

● Aumentare la presenza discreta della Forze dell’ordine

● Promozione del rispetto del decoro urbano 

● Monitorare luoghi sensibili



● Monitoraggio delle vie di accesso all’area urbana

● Riconoscimento targhe automatico dei veicoli che transitano per le vie di 

accesso principali

● Monitoraggio delle Piazze e luoghi di maggiore frequentazione

● Monitoraggio dei principali luoghi di culto

● Aumentare il controllo del traffico

● Ottenere informazioni discriminanti su atti vandalici e criminosi

Obiettivi 



Elementi principali impianto:

● Punti di Osservazione ( PdO )

● Rete di trasmissione dati 

● Punti di accesso alla rete (PoP)

● Sala Server

● Centro di Controllo

Descrizione impianto TVCC



Punti di Osservazione

Sono stati individuati  n°33 punti di osservazione, ognuno sarà composto da:

● Telecamera/e (2-5) fisse 5MegaPixel D/N

● Apparati di accesso alla rete di trasmissione 

● Armadio stradale IP66 con alimentazione tampone

● Illuminatore/i notturni per le zone a scarsa illuminazione

● Sensori/Allarme antimanomissione



Mappa Punti

● Copertura Totale strade di 

accesso 

● 10 Lettori targhe

● Sensibilità IR

● Principali Edifici Comunali

● Scuole



Elenco Punti Osservazione
Point Posizione Point Posizione
PdO_1 SS191-Via Caltanissetta PdO_18 Palozzo Governatore
PdO_2 Via Caltanissetta-Via Filzi PdO_19 Via Turturici
PdO_3 Via Battisti-Via Oberdan PdO_20 Palazzo Comunale
PdO_4 Via Tobagi-Viale Santa Croce PdO_21 P.zza V. Emanuele-1
PdO_5 Via Marconi 1 PdO_22 P.zza V. Emanuele-2
PdO_6 Scuola Media 1 PdO_23 P.zza V. Emanuele-3
PdO_7 Scuola Media 1 PdO_24 Via Roma
PdO_8 Ingresso Villa Comunale PdO_25 Via San Orsola 1
PdO_9 SP10-SP191 PdO_26 Via San Orsola 2
PdO_10 SS191-Via Madunnuzza PdO_27 Via San Orsola 3
PdO_11 VVUU PdO_28 Via Ville
PdO_12 SP91-Via Costa/Via Enna PdO_29 Cimitero
PdO_13 Via Costa PdO_30 Via Montagna
PdO_14 Via Costa/ Circonvollazione PdO_31 Belvedere
PdO_15 Via degli Ulivi-Chiesa PdO_32 Caserma CC
PdO_16 Poliambulatorio PdO_33 Via Caduti di Via Faini
PdO_17 Via Porticella-Via Castello PdO_34 Via Unità D'Italia

PdO_35 C.da Serre



Telecamere

Le telecamere avranno le seguenti caratteristiche minime:
● Risoluzione minima 3072x1728

● Funzionalità Day&Night , sensibilità minima a col. 0.15lux 

● Obiettivo varifocale

● Power over Ethernet

● Tecnologia WDR

● Sensibilità IR

● P-Iris

N.B Saranno montate telecamere aventi caratteristiche tecniche

pari o superiori come da scheda allegata (allegato A)



Rete di trasmissione

La rete di trasmissione dati per il trasporto dei flussi video e interconnessione 

VMS e centri di controllo avrà le seguenti caratteristiche:

● Dorsali in Fibra Ottica 

● POP di accesso in tecnologia Wireless hiperlan proprietaria

● POP fibra ottica (edifici comunali) interconnessi Layer2

● Ridondata attraverso link wireless 

● Topologia a maglia semplice

● Alta affidabilità e capacità

● Scalabile

● Basso costo di mantenimento



Dorsali in F.O.

Verrà realizzata una rete in fibra ottica tra 10 nodi dell’impianto

● Stimati 3,5 Km di F.O.

● 10 POP F.O.

● 7 Edifici interconnessi

● 3 Nodi aggiuntivi POP

Wireless



Rete Wireless
La rete Wireless per l’accesso dei PdO alla rete garantirà un’ampia copertura del territorio

● Previsti 12 Access Point

● Previste 20 CPE.

● Tutti gli AP confluiranno al

POP Fibra più vicino



Topologia rete
La topologia di rete che si otterrà sarà mista:

● I PdO possono essere collegati in 

Wireless o direttamente ai POP F.O.

● Le telecamere possono essere 

collegate direttamente ad un POP 

F.O.

● Tutti i POP F.O. saranno POP 

Wireless

● La Sala server e controllo saranno 

collocate in un POP F.O.

Tutti gli apparati di trasmissione dati

saranno correttamente installati

senza interferenze tra gli stessi.



Software gestione VMS

● Modalità Server-Client

● Piattaforma Corporate con gestione multisito e federazione

● Multiserver, per bilanciamento carico

● Gestione multi Utenti e gruppi, mappe e layer

● Illimitati fps di registrazione

● Storage scalabile

● Possibilità di usare HW dedicato di terze parti

● Possibilità di client mobili e funzioni avanzate di VideoPush e allarmi

● Compatibilità con Telecamere di terze parti e gestione drivers universali

N.B .Il sistema sarà gestito da un server avente caratteristiche tecniche pari o superiori alla

scheda tecnica allegata (allegato B) .

Tutti i flussi delle telecamere verranno centralizzati e gestiti da un unico sistema 

VideoManagentSystem (VMS) di alte prestazioni su Hardware dedicato:



Mappa generale

● 106 Telecamere

● 10 Lettori Targa

● Sala Server, CED Comune

● n°1 Sala Controllo presso 

Comando VVUU

● n°1 Sala Controllo 

secondaria presso Caserma 

CC

● Possibilità di collegamento 

altre sale operative di Forze 

dell’Ordine



Computo Metrico
Quantità

Prezzo. 
Unitario Totale

Telecamere 106 € 1.100,00 € 116.600,00

Lettori Targhe 10 € 3.000,00 € 30.000,00

Illuminatori 32 € 350,00 € 11.200,00

Armadi 33 € 1.500,00 € 49.500,00

POP wireless 15 € 1.700,00 € 25.500,00

POP Fibra Ottica 10 € 2.000,00 € 20.000,00

Fibra Ottica (KM) 3500 € 8,00 € 28.000,00

Apparati Wireless 35 € 900,00 € 31.500,00

Server- Client 1 € 25.000,00 € 25.000,00

Softwre VMS 1 € 7.500,00 € 7.500,00

Progettazione Esecutiva 1 17000 € 17.000,00

Spese Bando 1 5000 € 5.000,00

TOTALE € 366.800,00

N.B GLI IMPORTI SOPRADESCRITTI SI INTENDONO IVA INCLUSA 
E COMPRENSIVI DI COSTI DI INSTALLAZIONE E MESSA IN 
FUNZIONE.

Elenco delle macrovoci di spesa:

Di cui 330.120,00 € 
36.680,00 €    

Richiesti a finanziamento
Quota compartecipazione 10%



 

 

 Allegato “A” 



AXIS P1368-E Network Camera
Outdoor-ready 4K surveillance with i-CS lens

The 4K Ultra HD resolution at 25/30 fps ensures excellent video quality. The innovative outdoor-ready camera P1368-E is
built for all weather conditions, with a quick and easy installation in mind. Built-in camera rails enable easier changing
of lenses and with a simple roll of the sensor, the format shifts to Axis Corridor Format. Equipped with i-CS lens,
the camera enables remote zoom and focus. It also supports standard CS-mount lenses. In complex lighting Forensic
WDR together with Lightfinder will discover all details. Axis Zipstream technology saves bandwidth and storage while
maintaining video quality.

> Temperature range: -40 °C to 55 °C (-40 °F to 131 °F)

> IK10-, IP66- and NEMA 4X-ratings

> Equipped with i-CS lens

> Lightfinder and Forensic WDR

> Zipstream

Datasheet



AXIS P1368-E Network Camera

Camera
Image sensor 1/2.5” progressive scan RGB CMOS

Lens IR corrected, i-CS lens
Varifocal 2.8–8.5 mm, F1.2
With IK10 protection in the front window
Horizontal field of view: 72°–45°
Vertical field of view: 40°–25°
Without IK10 protection in the front window
Horizontal field of view: 83°–45°
Vertical field of view: 45°–25°

Day and night Automatically removable infrared-cut filter

Minimum
illumination

Color: 0.16 lux
B/W: 0.03 lux, at 50 IRE F1.3

Shutter time 1/55500 s to 2 s

Video
Video
compression

H.264 (MPEG-4 Part 10/AVC) Baseline, Main and High Profiles
Motion JPEG

Resolution 3840x2160 (8 MP) to 160x90

Frame rate 25/30 fps (50/60 Hz) in all resolutions

Video streaming Multiple, individually configurable streams in H.264 and Motion
JPEG
Axis Zipstream technology in H.264
Controllable frame rate and bandwidth

Multi-view
streaming

Up to 8 individually cropped out view areas

Image settings Saturation, contrast, brightness, sharpness, forensic WDR: Up to
120 dB depending on scene, white balance, day/night threshold,
exposure mode, exposure zones, compression, orientation: 0°,
90°, 180°, 270° including Corridor Format, mirroring of images,
text and image overlay, privacy masks

Pan/Tilt/Zoom Digital PTZ
Uploadable PTZ driver (Pelco D pre-installed)

Audio
Audio streaming Two-way, full duplex

Audio
compression

AAC LC 8/16/32/48 kHz, G.711 PCM 8 kHz, G.726 ADPCM 8 kHz,
Opus 8/16/48 kHz, LPCM 8/16/32/48 kHz
Configurable bit rate

Audio
input/output

External microphone input or line input, line output

Network
Security Password protection, IP address filtering, HTTPSa encryption,

IEEE 802.1Xa network access control, Digest authentication, User
access log

Supported
protocols

IPv4/v6, HTTP, HTTPSa, SSL/TLSa, QoS Layer 3 DiffServ, FTP,
CIFS/SMB, SMTP, Bonjour, UPnP™, SNMP v1/v2c/v3 (MIB-II),
DNS, DynDNS, NTP, RTSP, RTP, SFTP, SRTP, TCP, UDP, IGMP, RTCP,
ICMP, DHCP, ARP, SOCKS, SSH

System integration
Application
Programming
Interface

Open API for software integration, including VAPIX®
and AXIS Camera Application Platform, specifications at
www.axis.com
AXIS Video Hosting System (AVHS) with One-Click Connection
ONVIF® Profile S and ONVIF® Profile G, specification at
www.onvif.org

Analytics AXIS Video Motion Detection, active tampering alarm, audio
detection
Support for AXIS Camera Application Platform enabling
installation of third-party applications, see www.axis.com/acap

Event triggers Analytics, open casing, edge storage events, external input, audio
level, time scheduled

Event actions File upload: FTP, SFTP, HTTP, HTTPS, network share and email
Notification: email, HTTP, HTTPS and TCP

External output activation
Video recording to edge storage, Play audio clip
Pre- and post-alarm video buffering
PTZ preset, Guard tour, Overlay text
Day/Night switching, Status LED activation
Send SNMP trap

Data streaming Event data

Built-in
installation aids

Pixel counter
Remote focus and zoom with supplied i-CS lens, remote back
focus and focus assistant with other lenses

General
Casing IP66-, IP67- and NEMA 4X-rated, IK10 impact-resistant polymer

enclosure
Color: White NCS S 1002-B

Sustainability PVC free

Memory 1 GB RAM, 512 MB Flash

Power Power over Ethernet (PoE) IEEE 802.3af/802.3at Type 1 Class 3,
max 9.5 W, typical 6.4 W

Connectors RJ45 10BASE-T/100BASE-TX PoE
I/O: 4-pin 2.5 mm terminal block for two configurable
inputs/outputs (12 V DC output, max. load 50mA)
RS485/RS422, 2 pcs, 2 pos, full duplex, terminal block
3.5 mm mic/line in, 3.5 mm line out
i-CS connector (compatible with P-Iris and DC-iris)

Storage Support for microSD/microSDHC/microSDXC card
Support for recording to network-attached storage (NAS)
For SD card and NAS recommendations see www.axis.com

Operating
conditions

-40 °C to 55 °C (-40 °F to 131 °F)
Humidity 10-100% RH (condensing)

Storage
conditions

-40 °C to 65 °C (-40 °F to 149 °F)

Approvals EMC
EN 55032 Class A, EN 61000-3-2, EN 61000-3-3, EN 55024,
EN 61000-6-1, EN 61000-6-2, FCC Part 15 Subpart B Class A,
ICES-003 Class A, VCCI Class A, RCM AS/NZS CISPR 32 Class A,
KCC KN32 Class A, KN35
Safety
IEC/EN/UL 62368-1
Environment
EN 50121-4/IEC 62236, IEC/EN 60529 IP66, NEMA 250 Type 4X,
IEC 60068-2-6, IEC 60068-2-27, IEC/EN 62262 IK10
IEC/EN 60529 IP67

Dimensions 382 x 155 x 120 mm (15 x 6.1 x 4.7 in)

Weight 2.2 kg (4.9 lb)

Included
accessories

Installation Guide, Windows decoder 1-user license, wall mount
bracket, sunshield, connector kit
IK10 tool

Optional
accessories

Axis mounts, Axis lenses, Axis midspans
For more accessories, see www.axis.com

Video
management
software

AXIS Companion, AXIS Camera Station, Video management
software from Axis’ Application Development Partners available
on www.axis.com/vms

Languages English, German, French, Spanish, Italian, Russian, Simplified
Chinese, Japanese, Korean, Portuguese, Traditional Chinese

Warranty Axis 3-year warranty and AXIS Extended Warranty option, see
www.axis.com/warranty

a. This product includes software developed by the OpenSSL Project for use in the
OpenSSL Toolkit (http://www.openssl.org/), and cryptographic software written by
Eric Young (eay@cryptsoft.com).

Environmental responsibility:

www.axis.com/environmental-responsibility

www.axis.com

©2017 - 2018 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, and VAPIX are registered trademarks or trademark
applications of Axis AB in various jurisdictions. All other company names and products are trademarks or registered
trademarks of their respective companies. We reserve the right to introduce modifications without notice.

T10095504/EN/M3.1/1802



AXIS P1448-LE
Fully-featured, all-around 4K surveillance

AXIS P1448-LE Network Camera is a cost-effective, all-around camera providing excellent image quality at full frame
rate in 8 megapixel resolution and in 16:9 format. Fully-featured with Lightfinder, OptimizedIR and Forensic WDR,
forensic details are captured even in challenging light conditions including low light and strong backlight. Outdoor-
ready with a wide temperature range, this sturdy and impact resistant camera has shock detection and is ready for
extreme temperatures. AXIS P1448-LE offers easy installation with remote zoom and focus for fine tuning of the picture.
With Axis Zipstream, I/O and audio support, AXIS P1448-LE got you covered.

> 4K Ultra HD resolution in full frame rate

> Ease of installation

> Forensic WDR, Lightfinder, and OptimizedIR

> I/O and audio support

> Axis Zipstream technology

Datasheet



AXIS P1448-LE

Camera
Image sensor 1/2.5” progressive scan RGB CMOS

Lens 2.8–9.8 mm, F1.6
Horizontal field of view 109˚–37˚
Vertical field of view 57˚–21˚
Varifocal, Autofocus, Remote focus and zoom, P-Iris control, IR
corrected

Day and night Automatically removable infrared-cut filter

Minimum
illumination

Color: 0.18 lux, at 50 IRE F1.6
B/W: 0.04 lux, at 50 IRE F1.6
0 lux with IR illumination on

Shutter time 1/62500 s to 2 s

Video
Video
compression

H.264 (MPEG-4 Part 10/AVC) Baseline, Main and High Profiles
Motion JPEG

Resolution 3840x2160 to 160x90

Frame rate Up to 25/30 fps (50/60 Hz) in all resolutions

Video streaming Multiple, individually configurable streams in H.264 and Motion
JPEG
Axis Zipstream technology in H.264
Controllable frame rate and bandwidth
VBR/MBR H.264

Multi-view
streaming

Up to 8 individually cropped out view areas

Image settings Saturation, contrast, brightness, sharpness, Forensic WDR: Up to
120 dB depending on scene, white balance, day/night threshold,
exposure mode, exposure zones, compression, orientation: auto,
0°, 90°, 180°, 270° including Corridor Format, mirroring of
images, dynamic text and image overlay, privacy masks

Pan/Tilt/Zoom Digital PTZ

Audio
Audio streaming Audio in, simplex

Audio
compression

24bit LPCM, AAC-LC 8/16/32/48 kHz, G.711 PCM 8 kHz, G.726
ADPCM 8 kHz, Opus 8/16/48 kHz
Configurable bit rate

Audio
input/output

External microphone input or line input

Network
Security Password protection, IP address filtering, HTTPSa encryption,

IEEE 802.1Xa network access control, digest authentication, user
access log, centralized certificate management

Supported
protocols

IPv4/v6, HTTP, HTTPSa, SSL/TLSa, QoS Layer 3 DiffServ, FTP, SFTP,
CIFS/SMB, SMTP, Bonjour, UPnP®, SNMP v1/v2c/v3 (MIB-II), DNS,
DynDNS, NTP, RTSP, RTP, SRTP, TCP, UDP, IGMP, RTCP, ICMP, DHCP,
ARP, SOCKS, SSH, LLDP

System integration
Application
Programming
Interface

Open API for software integration, including VAPIX® and
AXIS Camera Application Platform; specifications at axis.com
AXIS Video Hosting System (AVHS) with One-Click Connection
ONVIF® Profile S and ONVIF® Profile G, specification at onvif.org

Analytics Included
AXIS Video Motion Detection
Supported
AXIS Digital Autotracking, AXIS Perimeter Defender,
AXIS Cross Line Detection
Support for AXIS Camera Application Platform enabling
installation of third-party applications, see axis.com/acap

Event triggers Analytics
Detectors: live stream accessed, video motion detection, audio
detection, day/night mode, shock detection, tampering
Hardware: network, temperature
Input Signal: digital input port, manual trigger, virtual inputs
Storage: disruption, recording
System: system ready
Time: recurrence, use schedule

Event actions Record video: SD card and network share
Upload of images or video clips: FTP, SFTP, HTTP, HTTPS, network
share and email

Pre- and post-alarm video or image buffering for recording or
upload
Notification: email, HTTP, HTTPS, TCP and SNMP trap
PTZ: PTZ preset, start/stop guard tour
Overlay text, external output activation, day/night mode

Data streaming Event data

Built-in
installation aids

Pixel counter, remote zoom (3.5x optical), remote focus, auto
rotation

General
Casing IP66/IP67-, NEMA 4X-, and IK10-rated casing

Polycarbonate blend and aluminium
Color: white NCS S 1002-B

Sustainability PVC free

Memory 1024 MB RAM, 512 MB Flash

Power Power over Ethernet IEEE 802.3af/802.3at Type 1 Class 3
Typical: 7.1 W, max 12.95 W

Connectors RJ45 10BASE-T/100BASE-TX PoE
3.5 mm mic/line in
I/O: 4-pin terminal block for 1 alarm input and 1 output

IR illumination OptimizedIR with power-efficient, long-life 850 nm IR LEDs
Range of reach 25 m (82 ft) or more depending on the scene

Storage Support for microSD/microSDHC/microSDXC card
Support for SD card encryption
Support for recording to network-attached storage (NAS)
For SD card and NAS recommendations see axis.com

Operating
conditions

-40 °C to 60 °C (-40 °F to 140 °F)
Humidity 10–100% RH (condensing)

Storage
conditions

-40 °C to 65 °C (-40 °F to 149 °F)

Approvals EMC
EN 55032 Class A, EN 50121-4, IEC 62236-4, EN 55024,
EN 61000-6-1, EN 61000-6-2, FCC Part 15 Subpart B Class A,
ICES-003 Class A, VCCI Class A, RCM AS/NZS CISPR 32 Class A,
KCC KN32 Class A, KN35
Safety
IEC/EN/UL 62368-1, IEC/EN/UL 60950-22
Environment
IEC 60068-2-1, IEC 60068-2-2, IEC 60068-2-6, IEC 60068-2-14,
IEC 60068-2-27, IEC 60068-2-78, IEC/EN 60529 IP66/IP67,
IEC/EN 62262 IK10, NEMA 250 Type 4X, NEMA TS-2-2003 v02.06
Other
IEC 62471

Weight With weather shield:
1 KG (2.2 lb)

Dimensions Ø132 x 260 mm (Ø5 3/16 x 10 1/4 in)

Included
accessories

Installation guide, Windows® decoder 1-user license, drill hole
template, connector kit, mounting bracket
AXIS Weather Shield L

Optional
accessories

AXIS T94F01M J-Box/Gang Box Plate
AXIS T91A47 Pole Mount
AXIS T94P01B Corner Bracket
AXIS T94F01P Conduit Back Box
AXIS Weather Shield K
Axis PoE Midspans
For more accessories, see axis.com

Video
management
software

AXIS Companion, AXIS Camera Station, video management
software from Axis’ Application Development Partners available
on axis.com/vms

Languages English, German, French, Spanish, Italian, Russian, Simplified
Chinese, Japanese, Korean, Portuguese, Traditional Chinese

Warranty Axis 3-year warranty and AXIS Extended Warranty option, see
axis.com/warranty

a. This product includes software developed by the OpenSSL Project for use in the
OpenSSL Toolkit. (openssl.org), and cryptographic software written by Eric Young
(eay@cryptsoft.com).

Environmental responsibility:

www.axis.com/environmental-responsibility

www.axis.com

©2017 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, and VAPIX are registered trademarks or trademark
applications of Axis AB in various jurisdictions. All other company names and products are trademarks or registered
trademarks of their respective companies. We reserve the right to introduce modifications without notice.

T10113240/EN/M2.2/1804

https://www.axis.com
https://www.axis.com/acap
https://www.axis.com
https://www.axis.com
https://www.axis.com/vms
https://www.axis.com/warranty


AXIS Q1647-LE
5 MP video with 1/2” sensor and OptimizedIR

With AXIS Q1647-LE Network Camera it’s easier than ever to capture everything. High resolution at full frame rate,
i-CS lens and 1/2” sensor ensure outstanding details and sharp images. Even in challenging or low light scenes, Forensic
WDR and Lightfinder ensure that details will be unveiled. The robust aluminum housing resists extreme temperatures,
and comes with built-in IR LED illumination for surveillance in complete darkness. AXIS Q1647-LE enables proactive
surveillance with pre-installed AXIS Guard Suite and orientation aid for quick orientation with multiple monitors. Zip-
stream optimizes the video stream to maintain high video quality while saving bandwidth and storage.

> 5 MP resolution at 25/30 fps

> 1/2” sensor

> Forensic WDR and Lightfinder

> Electronic image stabilization (EIS)

> AXIS Motion Guard, AXIS Fence Guard and AXIS Loitering Guard

Datasheet



AXIS Q1647-LE

Camera
Image sensor 1/2” progressive scan RGB CMOS

Lens Varifocal, IR corrected, CS-mount
3.9–10.0 mm, F1.5
5.3 MP (16:9):
Horizontal field of view: 92°–44°
Vertical field of view: 50°–24°
4 MP (16:9):
Horizontal field of view: 95°–38°
Vertical field of view: 52°–21°
5 MP (4:3):
Horizontal field of view: 81°–37°
Vertical field of view: 60°–27°
i-CS lens

Day and night Automatically removable infrared-cut filter

Minimum
illumination

5 MP 25/30 fps with WDR and Lightfinder: Color: 0.12 lux at
50 IRE, F1.5; B/W: 0.02 lux at 50 IRE, F1.5, 0 lux with IR
illumination on
4 MP 50/60 fps: Color: 0.24 lux at 50 IRE, F1.5, B/W; 0.04 lux at
50 IRE, F1.5, 0 lux with IR illumination on

Shutter time 1/100000 to 2 s

Pan/Tilt/Zoom Digital PTZ, uploadable PTZ driver (Pelco D pre-installed)

Video
Video
compression

H.264 (MPEG-4 Part 10/AVC), Main, Baseline and High Profile
Motion JPEG

Resolution 3072x1728 to 320x180

Frame rate 5 MP with WDR: 25/30 fps with power line frequency 50/60 Hz
4 MP without WDR: 50/60 fps with power line frequency 50/60
Hz

Video streaming Multiple, individually configurable streams in H.264 and Motion
JPEG
Axis Zipstream technology in H.264
Controllable frame rate and bandwidth
VBR/MBR H.264

Image settings Saturation, contrast, brightness, sharpness, Forensic WDR –
120 dB, white balance, day/night threshold, exposure mode,
exposure zones, compression, orientation: auto, 0°, 90°, 180°,
270°, mirroring of images, dynamic text overlay, image overlay,
privacy masks, defogging, noise reduction, electronic image
stabilization, barrel distortion correction, orientation aid, fine
tuning of behavior at low light
Scene profiles: forensic, vivid, traffic overview

Audio
Audio streaming Two-way

Audio
compression

AAC-LC 8/16/32/48 kHz, G.711 PCM 8 kHz, G.726 ADPCM 8 kHz,
Opus 8/16/48 kHz
Configurable bit rate

Audio
input/output

External balanced/unbalanced microphone or line input, line
output
24 bit AD/DA-conversion

Network
Security Password protection, IP address filtering, HTTPSa encryption,

IEEE 802.1Xa network access control, Digest authentication, User
access log, Centralized Certificate Management

Supported
protocols

IPv4/v6, HTTP, HTTPSa, SSL/TLSa, QoS Layer 3 DiffServ, FTP,
CIFS/SMB, SMTP, Bonjour, UPnPTM, SNMPv1/v2c/v3 (MIB-II),
DNS, DynDNS, NTP, RTSP, RTP, SFTP, SRTP, TCP, UDP, IGMP, RTCP,
ICMP, DHCP, ARP, SOCKS, SSH, LLDP

System integration
Application
Programming
Interface

Open API for software integration, including VAPIX® and
AXIS Camera Application Platform; specifications at axis.com
AXIS Video Hosting System (AVHS) with One-Click Connection
ONVIF Profile S and ONVIF Profile G, specifications at onvif.org

Analytics Included
AXIS Video Motion Detection, AXIS Fence Guard,
AXIS Motion Guard, AXIS Loitering Guard, active tampering
alarm, audio detection
Supported
AXIS Digital Autotracking, AXIS Perimeter Defender

Support for AXIS Camera Application Platform enabling
installation of third-party applications, see axis.com/acap

Event triggers Analytics, external input, edge storage events
Detectors: live stream accessed, video motion detection, audio
detection, shock detection
Hardware: network, temperature
Input Signal: manual trigger, virtual inputs
PTZ: error, moving, preset reached, ready
Storage: disruption, recording
System: system ready
Time: recurrence, use schedule

Event actions File upload: FTP, SFTP, HTTP, HTTPS, network share and email,
send video clip
Notification: email, HTTP, HTTPS and TCP
Overlay text, Send SNMP Trap
Video and audio recording to edge storage
Pre- and post-alarm video buffering
External output activation, day/night vision mode, play audio clip,
status LED, WDR mode, Defog mode, PTZ control

Data streaming Event data

Built-in
installation aids

i-CS: Remote zoom and focus
Other lens: Remote back focus
Traffic wizard, pixel counter, levelling assistant, autorotation

General
Casing IP66-, IP67-, NEMA 4X- and IK10-rated

Metal (Aluminium)
Color front: Black - NCS S 9000-N
Color chassi: White - NCS S 1002-B

Sustainability PVC free

Memory 1 GB RAM, 512 MB Flash

Power Power over Ethernet (PoE) IEEE 802.3at Type 2 Class 4
Typical 12.3 W, max 25.5 W

Connectors RJ45 10BASE-T/100BASE-TX PoE
I/O: 6-pin 2.5 mm terminal block for four configurable
inputs/outputs (12 V DC output, max load 50 mA)
RS485/RS422, 2 pcs, 2 pos, full duplex, terminal block
3.5 mm mic/line in, 3.5 mm line out
i-CS connector (compatible with P-Iris and DC-iris)

IR illumination OptimizedIR with power-efficient, long-life 850 nm IR LEDs
Range of reach 30 m (98 ft) or more depending on the scene

Storage Support for microSD/microSDHC/microSDXC card
Support for SD card encryption
Support for recording to network-attached storage (NAS)
For SD card and NAS recommendations see axis.com

Operating
conditions

Arctic temperature control:
Start-up at -40 °C to 60 °C (-40 °F to 140 °F)
Humidity 10-100% RH (condensing)

Storage
conditions

-40 °C to 65 °C (-40 °F to 149 °F)

Approvals EMC
EN 55032 Class A, EN 61000-3-2, EN 61000-3-3, EN 50121-4,
IEC 62236-4, EN 55024, EN 61000-6-1, EN 61000-6-2,
FCC Part 15 Subpart B Class A, ICES-003 Class A, VCCI Class A,
RCM AS/NZS CISPR 32 Class A
Safety
IEC/EN/UL 60950-22, IEC/EN/UL 62368-1
Environment
IEC 60068-2-1, IEC 60068-2-2, IEC 60068-2-6, IEC 60068-2-14,
IEC 60068-2-27, IEC 60068-2-78, IEC/EN 60529 IP66/67,
IEC/EN 62262 IK10, NEMA 250 Type 4X
Other
IEC 62471

Dimensions 178 x 206 x 494 mm (7 x 8.11 x 19.45 in)

Weight 6350 g (13.2 lb)

Included
accessories

AXIS T94Q01A Wall Mount, AXIS T92G20 Outdoor Housing,
connector kit, resistorx® T20 tool, installation guide, Windows
decoder 1-user license

Optional
accessories

AXIS T90B Illuminators, Axis network cable couplers,
AXIS T8129 PoE Extender, AXIS T8415 Wireless Installation Tool,
Axis midspans

https://www.axis.com
https://www.onvif.org
https://www.axis.com/acap
https://www.axis.com


For more accessories, see axis.com

Video
management
software

AXIS Companion, AXIS Camera Station, video management
software from Axis Application Development Partners available
at axis.com/vms

Languages English, German, French, Spanish, Italian, Russian, Simplified
Chinese, Japanese, Korean, Portuguese, Traditional Chinese

Warranty Axis 3-year warranty and AXIS Extended Warranty option, see
axis.com/warranty

a. This product includes software developed by the OpenSSL Project for use in the
OpenSSL Toolkit (openssl.org), and cryptographic software written by Eric Young
(eay@cryptsoft.com).

Environmental responsibility:

www.axis.com/environmental-responsibility

www.axis.com

©2017 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, and VAPIX are registered trademarks or trademark
applications of Axis AB in various jurisdictions. All other company names and products are trademarks or registered
trademarks of their respective companies. We reserve the right to introduce modifications without notice.

T10117019/EN/M2.2/1805

https://www.axis.com
https://www.axis.com/vms
https://www.axis.com/warranty
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Feature Overview 
Key features 
• Limitless multi-server and multi-site 

solution:  
XProtect Corporate supports an unrestricted 
number of users, hardware devices, servers 
and sites. It allows the expansion of any 
installation as it is required 

• High performance recording server:  

Building on a native 64-bit windows 
implementation and a highly-optimized 
database technology with RAM-based pre-

buffering, the recording server supports 
minimum 3.1 Gbit/s recording rate 

• Hardware accelerated Video Motion 

Detection: 
• Video motion detection decoding takes 

advantage of processing power in Graphical 
Processing Units to significantly reduce the 
CPU load and improve performance of the 
recording servers. It requires CPU with support 
for Intel Quick Sync Video or NVIDIA card with 

compute architecture 3.x (Kepler) or newer 
• Centralized management: 

A Management Client connected to the 
management server enables full remote 

system configuration of all recording servers, 
failover servers, devices, rules, schedules and 
user rights  

• High availability – failover recording 
servers:  
A redundancy option for recording servers to 
ensure maximum system uptime while 
minimizing video interruption in the event of 
system problems. Operates in two failover 

modes: cold stand-by and hot stand-by 
• Milestone Interconnect™: 

A unique system concept that allows all 
Milestone VMS, Milestone Arcus™ appliances 
and Milestone Husky™ NVRs to be 

interconnected with a central XProtect 
Corporate system to gain central surveillance 

operation across geographically dispersed sites 
• Milestone Federated Architecture™: 

System concept that enables multiple 
individual XProtect Corporate and XProtect® 
Expert systems to be connected with a central 
XProtect Corporate system in a hierarchical 
architecture for infinite scalability and central 

management 
• Alarm Manager: 

Single-point alarm function that provides a 
consolidated and clear overview of security and 
system-related alarms 

• XProtect Smart Wall: 

Flexible and hardware independent video wall 
feature that seamlessly integrates with the 
Management Client and XProtect Smart Client  

• Two-step verification: 
 Prevents non-authorized people from accessing  
 thesystem and protects against “man-in-the-  

 middle” attacks 
• Metadata support: 

Supports reception, storage and export of 
metadata, including metadata from camera-
resided video analytics and location data in 
Video Push from Milestone Mobile 

• Evidence Lock: 
Secures availability of video for investigations 
by overriding normal video retention and 
grooming policies 

• Edge Storage with audio support: 
Uses camera-based storage as a complement 

to the central storage in the recording servers, 

with flexible video retrieval based on time 
schedules, events or manual requests, 
including the ability to combine centrally and 
remotely stored video using Scalable Video 
Quality Recording™ (SVQR). 

• Secure multi-stage storage: 

Unique data storage solution that combines 
superior performance and scalability with video 
data grooming for cost-efficient, long-term 
video storage, with the option to encrypt and 
digitally sign stored video and audio 

• Tiered management rights: 
Makes it possible to assign partial management 

permissions to system administrators using the 

Management Client 
• 64-bit recording servers:  

Allow more cameras to be run on a single 
recording server 

• Intuitive map function: 

Multi-layered and interactive maps display the 
location of every camera and offer control of 
the entire surveillance system. It also has 
seamless drag-and-drop integration with 
XProtect Smart Wall  

• Smart Map: 
Seamless geo-navigation supporting map 

services such as Bing, Google and 
OpenStreetMaps as well as geo-referenced GIS 
maps and CAD drawings, with drilldown 

possibilities to the classic maps 
• Bookmarking: 

Allows users to mark video sections of interest 
and add descriptive notes for later analysis or 

sharing with other users 
• Multicast support:  

Optimizes network load in systems with many 
users by sending one video stream per camera 
to multiple XProtect Smart Clients  

• Multiple language support:  

Lets most operators use the system in their 
native language with support for 30 different 
languages, while the Management Client is 
available in 14 languages 

• Fast evidence export:  
Deliver authentic evidence to public authorities 
by exporting video to various formats, 

including video from multiple cameras in 
encrypted XProtect format with dedicated 
player application included 
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• Audit logs:  
Enables extensive logging of all user system 
accesses, configuration changes and operator 
actions 

 
• Flexible user and rights management:  

Strict privileges on management of users’ 
access to functions and camera actions. 
Modular user management with support for 
basic user accounts to global user 
management with single sign-on Microsoft® 
Active Directory accounts. 

• Versatile rule system: 

Facilitates the automation of different aspects 
of the system, including camera control, 
system behavior and external devices, based 
on events or time schedules  

• Customizable management user interface 
Adaptable management user interface makes it 

possible to toggle the availability of functions 
on and off in the Management Client 

• System Monitor 
Customizable real-time system monitoring 
dashboard and report function for proactive 
maintenance of the VMS installation 

• Customer Dashboard 

Support for sending system, server, storage 

and device status and errors to the Milestone 
Customer Dashboard 

Integration options 
• The Milestone Integration Platform Software 

Development Kit (MIP SDK) enables seamless 
integration of video analytics algorithms and 
other third-party applications in XProtect 
Smart Client and Management Client 

• Compatible with XProtect® Transact and 
XProtect® Retail, which integrate video 

surveillance with ATMs, point-of-sale (POS) 
and enterprise resource planning (ERP) 
systems for managing loss prevention and 
fraud 

• Compatible with XProtect® Access for video 
enabled physical security, which integrates 
with access control and intrusion systems 

• Compatible with XProtect® LPR for automatic 
reading and tracking of vehicle license plates  

• Generic event integration enables easy and 
fast integration of third-party applications and 
systems via a simple message-based socket 
communication interface 

• Supports Milestone ONVIF Bridge that enables 
full video interoperability in multivendor 
installations using a standardized ONVIF 
compliant video-out interface 

• System configuration API enables external 
applications to make changes to the system’s 

configuration  
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Detailed Product Features 
 
Recording server/failover 
recording server  
System 
• Simultaneous digital multi-channel MJPEG, 

MPEG4, MPEG-4 ASP, MxPEG, H.264 and H.265 
video recording of IP cameras and IP video 
encoders without any software limitations on 

number of cameras per server  

• Two-way audio allows users to transmit and 
record audio from connected microphones and 
audio from the operator’s microphone to 
attached speakers  

• Generic framework for receiving and storing 
metadata from compatible devices and clients 

• Route traffic between multiple connected 
cameras and multiple clients requesting live 
view, playback and export  

• Multicast one video stream to all XProtect 
Smart Clients. The infrastructure must support 
IGMP to reach remote networks  

• Multi-live streaming gives the possibility to 
define multiple streams for live viewing with 
different properties. It optimizes XProtect 

Smart Client viewing performance according to 
the available bandwidth and view layouts, 
which is ideal for deployments with remote 
viewing  

• A dedicated recording stream enables 
optimization stream properties (resolutions, 
encodings and frame rate) for video storage 
and forensic usage 

• Secure high-speed recording database holding 
JPEG images or MPEG4, MPEG-4 ASP, MxPEG, 
H.264 or H.265 streams  

• Flexible control of recording characteristics for 
MPEG4/H.264/H.265 streams, making it 
possible to toggle between recording key 

frames only or the full stream 
• Record more than 30 frames per second per 

camera, limited only by hardware  

• Recording quality depends entirely on camera 
and video encoder capabilities with no software 
limitations  

• Possibility to import pre-event images recorded 
locally in camera or video encoder 

• Pre-recording buffer (used for event/motion 
based recording) in RAM minimizes the disk 

read/write operations when no video is 
recorded 

• Edge Storage with flexible retrieval enables 
video retrieval from camera storage based on 

time schedules, events or manual requests. 
This enables users to effectively retrieve video 
recordings across low-bandwidth connections 

• Scalable Video Quality Recording™ (SVQR) 
enables seamless merging of video stored 
centrally in the recording server, and video 

retrieved from a camera associated edge 
storage, or interconnected system.  

• Built-in, real-time, camera-independent motion 
detection with the ability to generate motion 
metadata for Smart Search 

• The recording server runs as a Windows 

service under local system account or optional 
local Windows user or Microsoft Active 
Directory account with run-as-a-service 
privileges  

• Port forwarding enables clients to access the 
recording servers from outside a network 

address translation (NAT) firewall  

• Support for both IPv4 and IPv6 addressing 
• 64-bit recording servers allow more cameras to 

be run on a single server unit 
• Secure HTTPS camera connection on devices 

supporting HTTPS 
• Digital signing of the recording server’s video 

database can be used to verify that recorded 
video has not been modified or tampered with 
while stored in the XProtect Corporate system 
or after export 

• Remote Connect Services enable you to 
securely connect remote cameras across 
different types of private and public networks 

• Video decoding takes advantage of processing 

power in Graphical Processing Units. This 
includes the GPU part of the Intel CPU 
(requires CPU with support for Intel Quick Sync 
Video) and in the GPU of additional external 
NVIDIA cards 

• Functional recording server even if a recording 
storage area is unavailable. Continued 
recording of video from devices with available 
recording storage and live video on devices 
without available recording storage 

• Support for shutdown of recording server if 
recording storage becomes unavailable, to 

enable fail over to take over 

High availability 
• XProtect Corporate offers two levels of 

redundancy on the recording servers: Cold and 
hot stand-by failover 

• Both mechanisms offer fully automatic and 
user transparent failover in the event of 
hardware or system failure, with automatic 
synchronization at system recovery 

• Cold stand-by failover is a cost-efficient 
redundancy solution where one, or a group of, 
failover recording servers can act as backup to 
one or multiple recording servers 

• Hot Stand-by failover is a high-security 
redundancy solution providing minimal 

interruption in recording and live streams, 
where a dedicated failover recording server is 

preconfigured for a recording server  

Pan-tilt-zoom (PTZ) 
• “Pass-through” control of manual PTZ 

operation from clients with user priority  
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• 32,000 PTZ priority levels for control of rights 
between different operators and automatic 
patrolling schemes 

• Execute rule-based go-to preset position on 
events and patrolling  

• Pause PTZ patrolling on event and resume 

patrolling after manual session timeout  
• Import PTZ presets defined in the PTZ camera 
• Rename imported PTZ presets 

I/O and events 
• Support for devices with one or more input and 

output ports  
• Powerful rule processing engine for execution 

of start and stop actions triggered by events or 

time profiles  

Setup and management 
• Download and install the recording server from 

a web page on the management server. The 
recording server is completely managed via the 
Management Client and configuration changes 
are applied instantly while recording is in 
operation 

• Selecting “Single computer” set up during the 

initial installation the system automatically 
performs certain configurations for an easier 
installation experience 

• Local recording server configuration data is 

available during periods where the 
management server is inaccessible 

• Recording server manager is available in the 

local console notification area (icon tray) for 
status messages, start/stop of the service and 
change of network settings 

Client access 
• Facilitate client access  
• Clients are authenticated and authorized at the 

management server and use a session-limited 
access token to access the recording server 

• System administrators controlling systems with 

multiple users can control access permission 
per client for each of the three XProtect clients, 

resulting in safer security access 

Alerting and notification 
• The system acts as a simple network 

management protocol (SNMP) agent that can 
generate an SNMP trap as a result of a rule 
activation 

Logs 
• Logging of system, audit and rule entries to 

the management server with local caching 

during offline scenarios 

 

Management server and 

Management Client 
System 
• Management server for user authentication 

logon, system configuration and logging 

• Management Client for central administration 
of the system such as recording servers, 
devices, security, rules and logging 

• Management Client compatible with XProtect 
Corporate and XProtect Expert 2013 and newer 
as well as XProtect Essential+, XProtect 

Express+ and XProtect Professional+ 2016 R1 
and newer 

• All configuration and logs from the entire 
system are stored in a centralized Microsoft 
SQL database and accessible by the 
management server only 

• Failover solution for the management server 

provides a resilient system solution based on 
Windows Server Clustering, ensuring high 
system availability  

• Management server manager is available in the 
local console notification area (icon tray) for 
status messages and to start/stop the service 

• The management server runs as a Windows 
service under local system account or optional 
local Windows user or Microsoft active 
directory account with run-as-a-service 
privileges 

• To register and validate your licenses, the 
system offers easy-to-use automatic or manual 

online activation via the Internet and 

alternatively, offline activation via email and 
web for closed surveillance networks 

• Support for both IPv4 and IPv6 addressing 

Milestone Interconnect 
• System concept that interconnects all 

Milestone XProtect video management 
software (VMS), Milestone Arcus and Milestone 

Husky units to gain central operation and cost-
effective management of geographically 
dispersed surveillance sites 

• Intelligent video storage management makes 
optimal use of remote/central video storage 
and available network bandwidth with a choice 
to store video recordings remotely, centrally or 

combined with flexible revival of the remotely 
stored video 

• Possibility to define time interval and 
bandwidth cap for upload of video from an 
interconnected site 

• Enables the proactive detection of errors and 
cost-efficient management of connected sites 

by propagation of system status events and 
embedded remote management of connected 
system 

• Ability to detect system problems and remotely 
manage interconnected sites reducing 
operational costs and the need for on-site 

visits.  

Milestone Federated Architecture 
• System concept that enables multiple 

individual XProtect Corporate and XProtect 
Expert systems to be interconnected with a 
central XProtect Corporate system in a 
hierarchical architecture for infinite scalability 
and central management 
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• Support for creating a federated hierarchy of 
sites running XProtect Corporate and XProtect 
Expert 2013 and newer 

• Centralized management access to all 
federated sites  

• Resilient architecture that allows the individual 

systems to function as autonomous sites in the 
event of network problems 

• Site details (name, address, administrators 
and additional information) defined in the 
federated system is available in the site 
navigation 

Storage 
• Definition of one or more storage containers 

with individual archiving schemes and 
retention times. Recording capacity is limited 
only by disk space 

• Each storage container is defined as live 
database and one or more optional archives, 
where the video data is moved from the live 
database to secondary disk systems or 

network drives. The archived data is still online 
and available for clients 

• Archiving schemes define when video is 
archived to the next archiving stage in the 
storage container and how long the video data 
is retained before deletion 

• Optional video data grooming possibility 

enables reduction of video recording data size 
by reducing the frame rate of the video data  

• Ability to allocate individual devices to different 
storage containers 

• Move a device or a group of devices between 
two storage containers  

• Light and strong video database encryption 
option, using AES256 encryption algorithm  

• Digital signing using SHA-2 helps ensure video 
integrity of video stored in the recording 
servers 

• Storage overview gives instant indication of 
used vs. available storage in total and for 

individual cameras 
• Manage maximum recording time for manual 

recordings 

Devices 
• Hardware wizard to add devices; automatically 

using Universal Plug and Play (UPnP) 
discovery, via IP network range scanning, or 
using manual device detection. All methods 
support automatic or manual model detection 

• Wizard for swift replacement of malfunctioning 
devices with preserved configuration settings 
and recordings  

• Wizard for easy moving of hardware devices 
(with attached cameras, microphones, 

speakers, inputs, outputs and metadata 
devices) between recording servers in runtime 

without losing settings, recordings, rules, 
permissions etc. 

• Enable and disable devices if they are not used 
or are down for maintenance 

• Adjust settings such as brightness, color level, 
compression, maximum bit rate, resolution and 
rotation per camera or camera group 

• Select and configure video format, frames per 
second (FPS), resolution and quality for the 
video streams used per camera 

• Select and configure one, or more, video 
streams per camera to be used for live 
viewing. Each stream can be in different video 
format, FPS, resolution and quality 

• Adjustable group of pictures (GOP) length for 
MPEG4 H.264 and H.265 encoded video  

• Assign camera shortcut number for easy 

operation by clients 
• Optional preview window for immediate 

verification of video settings per camera or for 
a group of cameras 

• Define multiple PTZ preset positions per 
camera 

• Import PTZ preset positions from cameras  
• PTZ scanning on supported devices  
• Define multiple PTZ patrolling schemes with 

adjustable wait time between shifts and 
customizable transitions with disabling of 
motion detection to avoid false alarms 

• Run multiple patrolling schedules per camera 

per day. For example, run different schedules 

for day/night/weekend 
• Privacy masking conceals certain parts of the 

image, both in live and playback video and in 
exported material. It supports permanent 
masks and liftable masks that can be lifted and 

managed with user credentials. Masking level 
is adjustable and ranges between ‘light blur’ to 
‘solid grey’ 

• Configure device events like motion detection 
with pre- and post-buffers, or input signal 
behavior options 

• Fine-tune motion detection sensitivity per 

camera manually or automatically 
• Apply one or multiple exclusion zones for 

where motion detection is to be disabled to 

avoid unwanted detection 

Rules, time profiles and notifications 
• Powerful Microsoft Outlook®-style rule system 

supports an unlimited number of rules 
• Rule actions can be triggered by event, time 

interval or a combination of event and time. 

Rules can be optionally stopped by event or 
after a certain time 

• Time profiles with reoccurring time selection 
and expire condition support an unlimited 
number of time profiles  

• Dynamic day-length time profile follows 

daylight changes over the year for a given 
location defined by a GPS position, including 

daylight savings time 
• Rule-based bookmark creation 
• Play audio files on rule making it possible to 

automate announcements over speakers. 
• Trigger events:  

The XProtect Corporate VMS system and 
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connected devices support a wide set of events 
that can be used to trigger actions using the 
rule system. Events are grouped in the 
following categories: 
- Hardware: events that relate to physical 
hardware devices connected to the system 

- Devices: events that relates to certain 
functions and states of devices available to the 
XProtect VMS system via the connected 
hardware devices 
- External Events: events that relate to VMS 
integrations 

• - Recording server: events that relate to 

failover, archiving and database functions.  
- Analytics: events from integrated applications 
and systems 

• For further details on available trigger events, 
please refer to the XProtect VMS 
Administrator's Manual.  

• Start actions: The triggering events may 
initiate a wide set of actions in the VMS 
system, connected devices or integrated 
systems.  
For a complete list of available actions, please 
refer to the XProtect VMS Administrator's 
Manual 

• Stop actions: The rule engine may also trigger 

stop actions in the VMS system, connected 
devices or integrated systems upon the 
completion of a rule. 
For a complete list of available stop actions, 
please refer to the XProtect VMS 

Administrator's Manual 
• XProtect Smart Wall start and stop actions; Set 

XProtect Smart Wall to preset layout, set 
XProtect Smart Wall monitor layout and 
camera content  

• Multi-recipient customizable email notification 
with image and/or AVI attachment of incidents  

 

User rights management 
• Common and central management of all user 

rights across all user and programmatic (MIP 

SDK) interfaces  
• Overall system security definition makes it 

possible to globally allow or deny permission to 
devices and functions (such as manage, read, 
edit and delete). 

• Device-specific security definition makes it 
possible to allow or deny permission to 

individual devices and functions (such as 
manage, read, edit and delete). 

• Tiered management rights enable 
differentiated administrator rights per 
administrator role 

• Roles control user and administrator access to: 
• General: Management Client and XProtect 

Smart Client profiles, Evidence Lock profile, 
dual authorization rights, system log-in time 
profile 

• Cameras: visibility, administrate, live view 
(within time profile), playback (within time 

profile), search sequences, export, smart 
search, AUX commands, manual recording, 
bookmark functions, Evidence Lock functions 

• Microphones and speakers: visibility, 
administrate, listen to live audio (within time 
profile), playback audio (within time profile), 

search sequences, export, manual recording, 
bookmark functions, Evidence Lock functions, 
speak to speakers 

• Inputs and outputs: visibility, administrate, 
status, activation 

• PTZ: manual control, activate PTZ presets, PTZ 

priority, manage PTZ presets and patrolling, 

lock/unlock PTZ presets, reserve and release 
PTZ session 

• Remote recordings: retrieve remote recordings 
• XProtect Smart Wall: visibility, administrate, 

control, playback 
• External events: visibility, administrate, trigger 

• View groups privileges 
Servers: XProtect® Enterprise, XProtect® 
Professional and XProtect® Express server 
access and authentication details, Milestone 
Federated Architecture site permissions 

• Alarms: visibility of alarms and ability to 
manage alarms 

• MIP: Plug-in permissions 

• General application permissions: Management 
Client, XProtect Smart Client, XProtect Web 
Client and Milestone Mobile 

Evidence Lock 
• Management of retention time options 
• Overview of locked video sequences 

Logging 
• Logs of system, audit and rule entries are 

consolidated from all recording servers and 
clients 

• Each log file has adjustable size and time 
limitations  

Management Client profiles 
• Centralized management of Management Client 

application options enables optimization of the 
Management Client for different user 
categories and skill levels 

• Ability to tailor the availability of main/sub 

functions in the Management Client for 
different user roles 

XProtect Smart Client profiles 
• Centralized management of XProtect Smart 

Client application options enables optimization 
of XProtect Smart Client for different user 
categories and skill levels 

• Ability to enforce or recommend optional 
XProtect Smart Client application options for a 

user or group of users, using an unlimited 

number of XProtect Smart Client profiles 
• Define general XProtect Smart Client 

application options, including (listing not 
exhaustive): visibility of time, visibility of 
camera live indicators, default image quality, 
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default frame rate, keyboard and joystick 
setup, startup mode and de-interlacing filters 

• Access to live mode and the availability of 
individual control panes and overlay buttons 

• Access to playback mode and the availability of 
individual control panes, overlay buttons and 

settings for specific functions, such as default 
export path 

• Access to setup mode and the availability of 
individual control panes and setup functions 

• Access to Sequence Explorer, Alarm Manager, 
System Monitor 

• Access to setup mode and the availability of 

individual control panes and setup functions 
• Definition of available view layouts 

System administration 
• Built-in backup and restore support for manual 

system backup of all configuration data, 
including (listing not exhaustive): system 
configuration data, maps/Smart Maps, alarm 
settings and definitions and client views 

• System monitor with customizable dashboard 
for task or component specific live monitoring 

• Historic performance and usage investigation 
and reports of; storage usage, network use, 
server and camera performance 

• Customizable Normal, Warning and Critical 

system monitor and event triggers for; CPU 

and Memory usage on servers, used space, 
recording and live FPS on cameras, free space 
on disks and predicated retention time for 
storage definitions 

• Configuration Reporting enables complete or 
partial documentation of system configuration. 

Custom and site-specific free-text information, 
integrator’s notes and logo can be added to the 
printer-friendly reports  

• License administration 
• License overview including add-on products, 

Milestone Care coverage and renewal date  
• License owner information, that is 

synchronized with the software registration 
page on the Milestone website 

• Expanded license information for multi-site 
installations where both the total used licenses 
for the common SLC is presented and the 
license use in the specific system  

• License overview that presents the license use 

of all the individual sites running on the same 
SLC 

• “Changes without activation” function that 
allow additions and replacements of limited 
number of hardware devices without requiring 
license activation 

Authentication 
• System log-in uses Microsoft Active Directory, 

local Windows or basic user account  

• Use current Windows logon for authentication  
• Dual authorization offers an optional additional 

level of system security, where Management 
Client users are granted access to the system 
only when a second user or supervisor has 

confirmed the log-in with a successful 
authorization of the second user 

• Kerberos support enables deployment in high 
security Kerberos IT environments  

 

Event Server 
Alarm Manager 
• Single-point alarm management of all internal 

system alarms and external security alarms 
• Alarm descriptions and work instructions make 

alarms actionable for operators 
• An alarm location map can be linked to each 

alarm providing instant situational awareness 
to the operator dealing with the alarm 

• Customizable alarm priorities allow operators 
to focus on the most critical alarms 

• Customizable alarm categories enable logical 

grouping of alarms dependent on their type 
and nature 

• Customizable alarm statuses enable alignment 
of the alarm handling workflow with existing 
workflows and security systems 

• Alarm handling result code enables tracking of 

the outcome of the alarms  
• Automatic allocation to alarm owner with 

escalation and alarm forwarding possibilities 

• Time profiles for definition of active alarms 
• Possibility to associate one or more cameras to 

an alarm (maximum 15 cameras can be 
displayed simultaneously in the alarm preview 

window) 
• A set of alarm handling reports gives valuable 

information about alarm inflow and alarm 
handling performance 

• Extensive logging of alarms 
• Microsoft Clustering support for the event 

server enables secure and redundant alarm 

handling 

 
Milestone Mobile server 
• The Milestone Mobile server runs as a 

dedicated service, allowing it to be installed 

either on the same server as other system 
components or on dedicated hardware in more 
demanding installations 

• The Milestone Mobile server can transcode 
video so streams are robust and can adapt to 
changing connection bandwidth as well as 

optimize the use of available bandwidth to get 
the best possible stream quality in the XProtect 
Web Clients and Milestone Mobile clients 

• Adjustable transcoding logic enables capping of 
video resolution and frame rate for video 
streams provided to XProtect Web Clients and 

Milestone Mobile clients 

• Installing the Milestone Mobile server plugin in 
the Management Client will give access to 
Milestone Mobile server management in order 
to change settings, read out miscellaneous 
status information, configure codecs used for 
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exports as well as manage ongoing and 
completed exports 

• Milestone Mobile servers can be installed in 
parallel, offering redundancy and/or allowing 
more simultaneous users 

• Milestone Mobile servers can be configured 

through the tray controller to easily adjust or 
update settings 

• Use either a default-generated certificate for 
HTTPS encrypting the connection to the 
Milestone Mobile server or provide your own 
custom certificate 

• Support for two-step verification for log-in 

• Video Push configuration is done from the 
server, so users can push video viaMilestone 
Mobile without having to do any configuration  

• Milestone Mobile server supports creating 
server-side export through XProtect Web Client 
and Milestone Mobile 

• Video decoding in Mobile Server takes 
advantage of processing power in Graphical 
Processing Units. This includes the GPU part of 
the Intel CPU (requires CPU with support for 
Intel Quick Sync Video) and in the GPU of 
additional external NVIDIA cards 

• Smart Connect enables easy configuration of 

internet access to the Mobile Server by 

automatic configuration of firewalls and 
internet routers via UPnP. Smart Connect also 
verifies the configuration and operation of the 
internet connection, and can be used to email 
connection details to Mobile Client users1 

DLNA server 
• DLNA allows users to display video directly 

onto any DLNA supported tv without needing 

to have a PC nor a Smart client. The function 
supports live video and camera selection can 
be manual, carousel or rule based 

• The Milestone DLNA server runs as a dedicated 
service, allowing it to be installed either on the 
same server as other system components or 

on dedicated hardware in more demanding 
installations and can be downloaded here: 
https://www.milestonesys.com/support/resour
ces/download-software/ 

• The DLNA servers can be configured through 
the tray controller to easily adjust or update 
settings 

• Installing the DLNA server plugin in the 
Management Client will allow the DLNA server 
management to change settings 

• Supports more than one DLNA server 
• The populated cameras on the DLNA interface 

can be set by an admin 
• The DLNA functionality requires the selected 

cameras to be configured to use H.264 

 

XProtect Smart Client 
General 

                                    
1 Use of Smart Connect require Milestone Care Plus 

• Dedicated task-oriented tabs for the Sequence 
Explorer, Alarm Manager and System Monitor, 
in addition to the traditional Live and Playback 
tabs 

• Application theme support with choice of dark 
or light themes  

• True multi-window support where secondary 
windows have full functionality and can be 
operated in independent mode or synchronized 
mode where they follow the control of the main 
window 

• Shortcuts to select a specific window or specific 

camera in a window 

• Camera search function promptly finds 
cameras, types of cameras and views in the 
system with the ability to create temporary 
views to display all or a subset of cameras 
matching the search criteria 

• Display metadata bounding boxes from 

supported devices in live views and playback 

Customization 
• Application options enables customization of 

the general behavior and look of the XProtect 
Smart Client 

• The customization can either be made as 
individual personalization managed by each 
operator, or centrally enforced using Smart 

Client Profiles 

• Offers a simplified user interface with the 
possibility option to toggle between “Simple” 
and “Advanced” modes, where Advanced mode 
is default 

• Control of general look & feel and navigation 
properties, such as color mode, camera title 

bar, grid sizes etc. 
• Availability of control panes and functions in 

live and playback tabs, and in setup mode 
• Information included in time line in playback 

tab 
• Behavior and availability of expert function 
• Setup of keyboard short cuts and joystick 

controls 
• Specific behavior of alarms and access control 

notifications 
• Advanced application settings such as use of 

multicast, hardware acceleration, videos 
diagnostics overlay and time zone settings  

• Application language 

Live view 
• View live video from 1-100 cameras per 

computer monitor/view 
• Multiple computer monitor support provides a 

main window and any number of either floating 
windows or full screen views  

• Live view digital zoom allows a full view of 

recordings while the operator can digitally 
zoom in to see details  

• Supports multiple view layouts optimized for 
4:3 and 16:9 display settings in both 
landscape and portrait  

https://www.milestonesys.com/support/resources/download-software/
https://www.milestonesys.com/support/resources/download-software/
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• Independent playback capability allows for 
instant playback of recorded video for one or 
more cameras, while in live mode 

• Centralized storage of shared and private 
camera views, enables coherent access to 
views across the system 

• Possibility to instantly re-arrange cameras in 
views for optimized monitoring of incidents, 
with single click restore of original view 

• Seamless access to cameras in interconnected 
and federated systems 

• Instant camera placement in live view allows 

for instant replacement of cameras in a view, 

where new cameras can be placed in a 
particular view and positioned through a simple 
drag-and drop operation 

• Update on “motion only” optimizes CPU use by 
allowing motion detection to control whether or 
not the image should be decoded and 

displayed  
• Global hotspot function allows users to work in 

detail with any camera selected from any view 
• Local hotspot function allows users to work in 

detail with a camera selected from the same 
view  

• Carousel function allows a specific view item to 

rotate between pre-defined cameras that are 

not necessarily present in the view at the same 
time. Operators can select default or custom 
display times for each camera, and they are 
able to manually switch to the next or previous 
camera in the carousel list 

• Matrix function shows live video from multiple 
cameras in any view layout with customizable 
rotation paths, remotely controlled by 
computers sending matrix remote commands  

• Import static or active HTML maps for fast 
navigation to cameras and to provide a good 
overview of premises  

• Hide HTML page toolbar in HTML page views 
• Activate matrix via graphical maps of premises 

using JavaScript or integrate with centralized 

access control systems  
• The operator can assign outputs, PTZ presets 

and views as actions to joystick buttons and as 
keyboard shortcuts.  

• Two-way audio support enables XProtect Smart 
Client to record and play live audio from 
camera-connected microphones and outgoing 
audio from the operator’s microphone to one 
or multiple camera speakers 

• Adaptive de-interlacing option secures high 

video quality, based on the actual video 
content received. XProtect Smart Client can 
optionally apply a filter to areas of the image 
where jagged edges would otherwise show up 

• Operators may start/stop manual recording on 
individual cameras, where the recording status 
is propagated to all XProtect Smart Client 

users active in the system  

PTZ 
• Control PTZ cameras by using; 

• PTZ preset positions 
• PTZ point-and-click control  
• Overlay buttons 
• PTZ zoom to a defined rectangle  
• Video overlaid PTZ control 
• Virtual joystick function 

• Joystick 
• Manage PTZ presets and patrolling profiles 
• Start, stop and pause patrolling 
• View who have PTZ control and time to 

automatic release 
• Lock PTZ control 

• Take manual control of a PTZ camera that is 

running a patrolling scheme. After a timeout 
with no activity, the camera reverts to its 
scheduled patrolling scheme.  

• 360° ImmerVision Enables® Panomorph lens 
technology 

I/O and events 
• Overlay buttons provide intuitive control of 

cameras, camera-integrated devices and other 

integrated systems directly from the camera 
view 

• Manually trigger output port relay operation, 
for example when controlling gates  

• Manually trigger events by activating a server-
defined event from a list  

Bookmarking 
• Manually define quick or detailed bookmarks 

with the bookmark function 

• Create bookmarks based on rules 
• Bookmarks are shown in timeline with instant 

preview 
• Listing and previewing of bookmarks in 

recording search 
• Bookmark reports enable effortless incident 

documentation  

• Direct video export of a bookmark reduces the 
time needed to prepare forensic video material  

 

Playback 
• Playback video from 1-100 cameras per 

computer monitor/view 
• Advanced video navigation includes fast/slow 

playback, jump to date/time, single step and 
video motion search  

• Integrated video timeline with time navigation 
and playback controls, including an integrated 

function to select a time interval for export, 
Evidence Lock or video retrieval from Edge 
Storage devices and interconnected systems  

• Toggle between simple and advanced timeline 
mode 

• Overview of recorded sequences and 

bookmarks 

• Independent playback capability allows the 
independent playback of recorded video from 
one or more cameras 

• Instant camera placement in playback view 
allows users to instantly replace cameras in a 
view, where a new camera can be placed in a 
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particular view and position with a simple 
drag-and drop operation 

• Digital zoom allows the operator to see 
magnified details in the recorded video 

 

 

Export and print 
• The snapshot function enables operators to 

produce instant visual documentation of a 
camera by saving the camera image to a file, 
or sending it directly to a printer 

• The storyboarding function makes it possible to 

include video sequences from different or 
overlapping time intervals form different 
cameras in the one and the same export 

• Export in XProtect format; including the 
standalone XProtect Smart Client - Player 
application for instant and easy viewing by 
authorities  

• Export preview with looped playback 
• Encryption and password protection of 

exported video material with a choice of 
following strong encryption algorithms: 56-bit 
DES 128, 192 and 256-bit AES 

• Secure video evidence handling with a digital 

signature of exported video material that 

enables users to verify the video has not been 
modified or tampered with when viewing the 
export in the XProtect Smart Client – Player 

• Create evidence material in media player 
format (AVI files), MKV format, or still image 
format (JPEG images)  

• Disable re-export option to prevent undesirable 
distribution of sensitive evidence material 

• Bulk camera export in multiple formats to 
multiple destinations, including direct export to 
optical media, results in more efficient video 
exports and more secure handling of evidence 
material 

• Export comment function enables users to add 
general and/or camera-specific comments to a 

video export when exporting to XProtect 
format.  

• In media player format comments can be 
added as pre/post slides 

• Print incident reports including image, 
surveillance details and free-text user 
comments  

Sequence Explorer 
• Dedicated tab for the Sequence Explorer 
• Search options are: recording sequences (with 

support for time slicing), bookmarks and Smart 
Search  

• Smooth navigation with sliding preview and 

“drag-and-throw” function for video thumbnails 

• Preview of selected sequence with auto play 
and direct export support 

Evidence Lock 
• Allows manual extension of video retention 

time for a selected set of cameras in a given 
time interval, where the operator selects an 

extended retention time from a pre-defined set 
of retention time options. 

• Evidence Lock overrides defined retention and 
grooming policies 

• Headline and details information can be added 
to locked video sequences in order to enhance 

the manageability  
• Search, filter and listing functions provide an 

overview of locked video and allows XProtect 
Smart Client users to manage locked evidence, 
including editing comments, modifying the 
extended retention time and removing the 

Evidence Lock. 

• Locked video can be exported though a single 
step operation 

Map function 
• Built-in map function in XProtect Smart Client 

provides intuitive overview of the system and 
offers integrated access to all system 
components 

• Map images can be in standard graphic file 

formats including JPG, GIF, PNG and TIF  
• Any number of layered maps such as city, 

street, building and room 
• Instant camera preview on “mouse over” and 

one-click shows all cameras on map 
• One-click function to open floating window with 

all cameras (maximum 25 cameras) on the 

map 
• Depiction of camera view zones on map with 

clickable PTZ zones for instant PTZ control 
• Easy drag-and-drop and point-and-click 

definition of: cameras, servers, microphones, 
speakers, I/O devices, hot-zones for map 

hierarchies, camera view zones and PTZ 
camera presets position view zones 

• Integrated control of speakers, microphones, 
and events and output I/O control, including: 
doors, gates, light and access control systems 

• Real-time status monitoring indication from all 
system components including cameras, I/O 

devices and system servers 
• Graphical visualization of the system status 

through color coding 
• Hierarchical propagation of status indications 

to higher ordered maps 
• Different levels of status indications available 

(alarm, warning and errors) 

• System performance data for cameras and 
servers including camera resolution, FPS, 
network use and disk space 

• Ability to suppress status indications (such as 
error and warning) for a given device 

• Possibility to edit device names in a map and 

assign map-specific names and references to 
devices in a map 

• Map editing subject to user rights 

Smart Map function 
• Map function that provides seamless geo-

navigation, with seamless drilldown across 
different layers 
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• Supports Bing, Google and OpenStreetMap 
map services 

• Supports geo-referenced GIS maps 
(shapefiles) 

• Supports geo-referenced CAD drawings (dwg 
and dxf files) 

• Supports offline OpenStreetMap 
• XProtect Corporate installations using 

Milestone Federated Architecture (MFA) can 
automatically add and place cameras from all 
sub-sites in Smart Map. Users can then 
seamlessly access all cameras throughout the 

entire MFA, regardless of the site’s location 

• Ability for users to toggle different layers on 
and off in the map. Examples of such layers 
are cameras (names, view of field, name), 
quick links and different layers provided by the 
maps and drawings used (street names, 
buildings, etc.) 

• Supports geo-referenced buildings with floor-
level navigation for easy identification and 
operation of relevant cameras 

• Supports geo-referenced floorplans inside 
buildings  

• Configure cameras inside buildings, ensuring 
they are only shown on relevant floor-levels  

• Location links enables quick navigation across 

different sites and locations 
• Map links enables drilldown to existing classic 

XProtect Smart Client maps 
• Instant one-click camera preview  
• Easy multi-camera selection with camera 

preview 
• Easy drag-and-drop and point-and-click 

definition of: cameras, camera field of view, 
location links and quick links 

• Selection of 10 different camera icons 
• Depiction of camera field of view on map  
• Possibility to edit device names in a map and 

assign map-specific names and references to 
devices in a map 

• Camera object aggregation preserves the 

overview when several cameras are closely 
located 

Camera Navigator 
• Provides consistent and comprehensive visual 

verification, ensuring easier tracking of moving 
objects in geographically complex 

environments 
• Automatically displays thumbnail views of 

nearby cameras 
• Add-on to the map application with no special 

configuration needed  

Alarm Manager 
• Dedicated dockable tab for the Alarm Manager 

• Alarm list with extensive filtering capabilities 
and an alarm preview in both live and playback 

mode 
• Extensive alarm sort and filtering functions 

allow operators to focus on most critical alarms 

• Instant preview of primary and related 
cameras helps reduce the number of false 
alarms 

• Tight integration with the map function allows 
operators to indicate and acknowledge active 
alarms in the map 

• Alarm descriptions and work instructions make 
alarms actionable for operators 

• Alarm escalation and alarm forwarding 
possibilities allow operators with appropriate 
skills to handle different alarms  

• Alarm reports enable incident documentation 

• Alarm location map presents the alarm 

operator with a map showing the alarm area 
when an alarm is selected 

• Alarm notification to a single or a groups of 
Milestone Mobile client users using Push 
Notifications 

• Optional sound notifications for different alarm 

priorities for notification of new incoming alarm 
• Alarm disabling option enables users to 

suppress alarms from a given device in a 
certain time period 

• Instant access to both live and recorded video 
from the cameras that are related to the alarm 

• Alarm handling reports give valuable 

information about alarm inflow and alarm 

handling performance 

• Global common alarm list for all sites in a 
Milestone Federated Architecture 

System Monitor 
• Dedicated dockable tab with system 

performance and use information 
• Dashboard for task or component specific live 

monitoring 
• Historic performance and usage investigation 

and reports of; storage usage, network use, 
server and camera performance 

Setup and management 
• Download and install XProtect Smart Client 

from a web page on the management server  

• Notification about new updates at log-in 
• Application options allow users to adapt the 

layout and personalize the application to their 
particular preferences 

Authentication 
• System log-in uses Microsoft Active Directory, 

local Windows or a basic user account  
• Use current Windows logon for authentication  
• Auto-log-in and auto-restore views  

• Dual authorization offers an optional additional 
level of system security, where XProtect Smart 
Client users are granted access to the system 
only when a second user or supervisor has 
confirmed the log-in with a successful 

authorization of the second user 

System 
• Support for IPv4 and IPv6 addressing 

• 64-bit Windows® operating system support 
enables better performance when viewing and 
operating many cameras 
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• Support for multicast streams  
• Video decoding is done to significantly reduce 

the CPU load and improve performance of the 
recording servers. XProtect 2018 R1 supports 
video decoding done in the GPU part of the 
Intel CPU (requires CPU with support for Intel 

Quick Sync Video) and in the GPU of additional 
external NVIDIA cards 

 

XProtect Smart Client - Player 
• Play back recorded or archived video and audio 

evidence, including edited storyboard exports 

• Same user-friendly interface and most 
functions as XProtect Smart Client 

• Offers a simplified user interface with the 
possibility option to toggle between “Simple” 
and “Advanced” modes, where Advanced mode 
is default 

• Instant one-click playback for easy viewing of 

exported video evidence 
• Advanced second-level investigation tools 

make it easy to refine exported video and re-
export the most essential evidence 

• Metadata bounding boxes included in exports 
are displayed time synchronized in XProtect 

Smart Client – Player 

• The project tool allows users to merge video 
exports or archives from two different locations 
or XProtect systems together into one new 
export 

• View up to 100 cameras time-synched during 
playback 

• Camera search function promptly finds 
cameras, types of cameras and camera views 
in the system 

• Scrollable activity timeline with magnifying 
feature 

• Instant search on recordings based on 
date/time and activity/alarm (video motion 

detection) 
• Evidence can be generated as a printed report, 

a JPEG image, an AVI or MKV film or in 
XProtect format 

• Export audio recordings in WAV, MKV or AVI 
format 

• Exported video can be digitally zoomed to view 
an area of interest and minimize export 
footprint size 

• Re-export evidence containing XProtect format 
and XProtect Smart Client - Player for instant, 
easy viewing by authorities 

• Verification of digital signatures added in the 

recording server, or as a part of the export, 
enables users to verify that the video has not 
been modified or tampered with  

• Encryption and password protection of 
exported video material with a choice of the 
following strong encryption algorithms: 56-bit 
DES 128, 192 and 256-bit AES 

• Secure video evidence handling with a digital 
signature of re-exported video material 
enables users to verify that the video has not 

been modified or tampered with when viewing 
the export in XProtect Smart Client – Player 

• View, modify or add general and/or camera-
specific comments for a given video export  

• De-interlacing of video from analog cameras 
• 360° ImmerVision Enables® panomorph lens 

technology 

 
XProtect Web Client 
• Access XProtect views through the browser and 

avoid advanced setup 
• Shared views can be managed centrally via the 

server with administrator/user rights and user 
groups 

• Camera search function promptly finds 
cameras, types of cameras and camera views 
in the system 

• Easy single/multi camera video playback 
including fast/slow playback, single frame step 
and jump to date/time with frame preview 
while adjusting time 

• Investigation function with ability to save 
exports for later usage or download 

• Users can quickly get an overview and act if 

needed via the list of alarms  
• Control PTZ cameras remotely with PTZ mouse 

gestures, including preset positions  
• Dynamic bandwidth optimization when 

streaming from server to client gives better 
use of bandwidth 

• Create AVI, MKV or database export files 
• Export on the server to avoid moving large 

video files back and forth. Only download 
needed files or save them for downloading 
when on a faster connection 

• Preview exports on the server without 
downloading them 

• Trigger outputs and events with live view of 
related camera 

• System log-in using XProtect user name and 
password 

• System log-in using Microsoft Active Directory 
user 

• Support for two-step verification for log-in 

• Secure connection through HTTPS 
• No installation needed on client computer 

 
Milestone Mobile  
• Supports any mobile device running Android® 

5.0, iOS9, and Windows® Phone 8, or newer 
versions  

• Add log-in credentials for multiple servers in 
Milestone Mobile to easily switch between sites 
or different connection addresses 

• Views are inherited from the connected 

XProtect VMS system. The client automatically 
obtains the user’s private and shared views 
from the system to be used as camera lists in 
Milestone Mobile  

• A view with all cameras is automatically 
generated, allowing Milestone Mobile to be 
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used when no views are set up. It also 
provides a quick way of searching through 
cameras 

• Camera search function promptly finds 
cameras, types of cameras and camera views 
in the system 

• Cameras can be viewed in full screen to take 
better advantage of the device’s screen. It is 
also possible to search through cameras in a 
view while in full screen by swiping left or right 

• Digital pinch-to-zoom enables users to zoom in 
on a part of the image for closer review and 

conduct detailed investigation of video when 

using megapixel or high-definition cameras  
• Play back recordings from the database and 

select a specific time or recorded sequence to 
start playback, step through recordings and 
select a playback speed.  

• View recordings from the database while 

keeping an eye on what is currently 
happening. The client displays a live picture-in-
picture frame of the same camera when in 
playback mode. The picture-in-picture can be 
moved by dragging and double-tapping will 
return to live view 

• Control PTZ cameras with Milestone Mobile 

either manually or by selecting predefined 

presets for quick navigation 
• Video Push allows users to use their mobile 

devices’ cameras as cameras in the XProtect 
VMS. Easy to use and requires no setup in the 
mobile device 

• Option to include location metadata in Video 
Push 

• Trigger outputs and events: 
Mobile devices can trigger outputs connected 
to the XProtect VMS, or user-defined events to 
have greater control while on the go 

• Connect securely to the Milestone Mobile 

server using HTTPS encryption  
• Export on the server to avoid moving large 

video files back and forth. Only download 

needed files or save them for downloading 
when on a faster connection 

• Receive alarm notifications using Push 
Notifications, notifications include access to 

video, alarm information and instructions 2 
• Smart Connect with automatic Mobile Server 

discovery on LAN using UPnP, and easy 
connection via WAN to known Mobile servers 
without having to keep track of actual server 
addresses 

• Investigation function to access investigations 
done in the Web client 

• Support for two-step log-in verification 

 

XProtect Smart Wall 
System 

                                    
2 Use of Push Notifications require Milestone Care Plus 

• Hardware independent, it runs on standard 
servers and displays. No special video wall 
hardware or network configurations required 

• Flexible and scalable, it supports multiple 
XProtect Smart Walls with an unrestricted 
number and combination of monitors at any 

location 

Management 
• Management of XProtect Smart Wall is fully 

integrated with the Management Client 
• Intuitive XProtect Smart Wall builder enables 

easy definition of any number of XProtect 
Smart Walls, including the size and position of 

individual monitors 

• XProtect Smart Wall presets provide powerful 
control of the layout (camera grid) and camera 
content 

• All user actions are subject to the assignment 
of user rights 

 

Control 
• Dynamic user control of XProtect Smart Wall 

layout and content through manual drag-and-
drop of items from XProtect Smart Client – 
including; views, cameras, hotspots, carousels, 

maps, Smart Maps, still images, http pages, 

alarms, texts, bookmarks (bookmark image or 
looped bookmark playback), system monitor  

• Automatic event-driven control of XProtect 
Smart Wall layout and content based on rules, 
such as motion detection, I/O, integrated 
third-party applications, time, or video 

analytics events 
• Layout control enables instant insertion of a 

camera in a specific monitor and position, 
changes of XProtect Smart Wall monitor 
layout, setting of all (or some) of the monitors 
in XProtect Smart Wall to a predefined layout 
and set of camera feeds 

• Intuitive integration with the map function 
enables users to easily drag-and-drop cameras 

into XProtect Smart Wall from the map 
• Supports seamless manual or rule-based 

display of any camera in a distributed setup 
based on Milestone Federated Architecture or 

Milestone Interconnect 
• Interactive and remote-controlled playback of 

recordings on the XProtect Smart Wall 

View 
• Individual XProtect Smart Client users can view 

XProtect Smart Wall views as a part of the 
available view selection, which enables 
XProtect Smart Wall to be used as an operator 
collaboration tool 
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Miscellaneous 
Minimum system requirements 
The following are minimum requirements for the computers used, please refer to:  

https://www.milestonesys.com/support/product-system-requirements/ 

 
Supported languages 
For details on supported languages, please refer to: 

http://www.milestonesys.com/support/supported-languages/ 

 
Licensing structure 
Server base license 
• An XProtect Corporate server base license is mandatory for installing the product 
• The base server license permits the following deployments within the legal entity purchasing the 

base server license: 

• Unrestricted number of Management Servers 
• Unrestricted number of Recording Servers  
• Unrestricted number of XProtect Smart Clients, XProtect Web Clients and Milestone Mobile 

applications 
 

Hardware device license 
• To connect cameras, audio devices, video encoders and other devices to XProtect Corporate, one 

license per physical hardware device required. In total, for all copies of the product installed under 

this license, the product may only be used with hardware devices as you have purchased hardware 
device licenses for 

• An unlimited number of hardware device licenses can be purchased. To extend an installation with 
additional hardware device licenses, the base server license number (SLC) is required when 
ordering 

 

Licensing of Milestone Interconnect 
• One Milestone Interconnect device license is required per device (camera) in an interconnected site 

that is enabled in the central XProtect Corporate system 

 

Licensing of Milestone Federated Architecture 
• The use of Milestone Federated Architecture is free and not subject to licensing. This implies that an 

unrestricted number of sites and cameras can be included in the federated hierarchy, without the 
need for additional or special licenses 

 

XProtect Smart Wall application license 
• XProtect Smart Wall is an add-on product that is included in the base license of XProtect Corporate 

2018 R1, which permits connection of an unrestricted numbers of XProtect Smart Walls (including 
physical displays) and camera feeds 

 

Advanced Audio Codec (AAC) license 
• The use of AAC audio decoding within the XProtect Smart Client is licensed and requires a license 

per concurrent XProtect Smart Client. All XProtect VMS Base licenses (SLC’s) for products 
supporting AAC audio include AAC licenses for 2 concurrent XProtect Smart Clients. Additional 

licenses can be purchased in packs of 50 if needed. 

 

 

https://www.milestonesys.com/support/product-system-requirements/
http://www.milestonesys.com/support/supported-languages/


Milestone XProtect® Recording Server 

Feature Brief  

 

1  
 

  

The recording server is the central system component 

of Milestone XProtect video management software 

solutions.  

 

It manages all communication toward cameras, video 
encoders, audio devices and other security peripherals such as 

detectors and input/output devices. As a part of this, the 

recording server handles all video, audio, metadata and event 

streams for both live viewing and recording. Recorded video is 

stored in the video database with the option to extend the 
storage with internal or external archives. 

 

Open Platform – supporting almost any device 

As the number one VMS vendor worldwide (IHS Global Inc. 

June 2016), Milestone supports the widest range of cameras 

and other surveillance and security peripherals in the market. 

This ensures that partners and end customers always can 

build the video surveillance solution that meets their 
functionality needs and budget requirements. 

 

 
 

Key benefits 
• Select almost any camera 

to fit surveillance needs 
and budget 

• Keep server hardware cost 
to a minimum because 

Milestone’s recording 
server can record more 
cameras per recording 

server than any other VMS 
vendor 

• Reduce cost of long-term 

video storage 

Key features  
• Open platform with 

support for more than 
6,000 IP cameras, 
encoders and other 
security devices from over 

150 manufacturers 

• High-performance video 
recording with 

documented recording 
rate of at least 3.1 Gbit/s 

• Multistage storage with 

archiving and grooming 
support  

• Secure video storage with 
encryption and digital 

signing  

• High-availability support 

with cold and hot standby 

failover servers 

• RAM-based pre-buffer 

• Supports camera-based 

edge storage, and  
Scalable Video Quality 
Recording™ 

 

 

Scalable high-performing video recording 

software 

- VMS industry’s highest performance with documented recording 

rate of minimum 3.1 Gbit/s  

 



Milestone XProtect® Recording Server 

Feature Brief  

 

2  
 

Limitless and seamless scalability 

The recording server in Milestone XProtect VMS provides full 
scalability in terms of number of devices connected to one 

recording server and the number of recording servers used in 

one system. 

 

Only limited by available system resources such as CPU, RAM 
and disk performance, the recording server can be scaled 

seamlessly in terms of number of cameras connected to a 

single recording server. This makes it possible to optimize the 

use of available hardware resources by sizing the individual 

recording servers to match the server hardware configuration, 
providing the highest performance/cost ratio. 

 

When the capacity of a single recording server is not enough, 

additional recording servers can be added to the system. 

Devices, storage, user rights and other system settings can be 

centrally managed across multiple recording servers, 
simplifying the daily operation.  

  

Grow and optimize – during operation 

The recording server offers a unique possibility to move 
individual, or multiple, devices between two recording servers, 

with maintained configuration and preserved access to live 

and recorded video. This makes it possible to grow an 

installation with additional cameras and other devices or 

optimize the load distribution in a system without interruption. 

 

Designed for high-performance recording 

The recording server is a high-performance native 64-bit 

Microsoft Windows® service. With a documented recording 

capacity of at least 3.1 Gbit/s, it is, for example, possible to 

record 700 cameras at 1080p with 4.4 Mbit/s per camera on a 
single recording server, outperforming other VMS systems in 

the market with more than 10 times better performance. 

 

The core database is specifically designed for media storage, 

which optimized the disks’ read/write operations. This enables 
the recording server to record video at a sustained rate of 3.1 

Gbit/s or more, out of available disk resources. 

 

Pre-buffer in RAM 

To enable pre-event recording in conjunction with motion 
detection, alarms, etc., the recording server operates with a 

RAM based pre-buffer. This optimizes the use of the physical 

disk, which increases the overall recording performance and 

extends the lifetime of disk drives, keeping maintenance and 

disk replacement costs low. 

Low TCO 
• Highly efficient video 

recording server supports 
more cameras per 
recording server 

• Move cameras between 
recording servers during 
operation to optimize 
system performance and 

enable seamless scaling 

• Multistage storage enables 
storage of video on low-

cost storage media  

• Video grooming reduces 
cost of long-term video 

storage 

• Centralized device 
management reduces 
costs of daily operation 

• Separate device driver 
layer simplifies 
replacement of installed 

cameras with new camera 
models, in runtime 
without impact on other 

system components 

• Optimum use of physical 
disk drives keeps 
maintenance and disk 

replacement costs to a 
minimum 

 

 

Storage Partners 
Milestone cooperates with 
leading storage 
manufacturers as a part of 
Milestone Solution Partner 

program.  

For supported storage 
solutions please use 

Milestone Solution Finder: 

 

 
 

 

 

 

https://www.milestonesys.com/solution-partners/solution-finder/?fp=&fst=Storage&fr=&ffs=https://www.milestonesys.com/solution-partners/solution-finder/?fp=&fst=Storage&fr=&ffs=
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Reduce the cost of long-term video storage 

Milestone’s unique multistage storage technology makes it 
possible to use optional internal or external video archives. 

This unlocks the possibility of using low-cost, high-density 

storage platforms such as network attached storage (NAS) 

technologies for long-term video storage.  

 
To further reduce the costs of long-term video storage, 

multistage video storage offers the possibility of reducing the 

frame rate at each archiving step. Using this grooming 

capability it is possible to significantly reduce the cost of 

storage when operating with long video retention times. 
 

Device drivers – the connecting glue 

The recording server works with a layer of device drivers that 

normalize the communication between a specific camera or 

security device and the internal logic used in the recording 
server. Many devices have dedicated drivers developed for 

them, enabling a richer set of capabilities in the individual 

devices. Besides these dedicated drivers Milestone also 

provides a standard ONVIF driver and a Milestone universal 

driver for broader and more generic device connectivity. 
 

The driver layer can be maintained and updated independently 

from the rest of the VMS system. This means that support for 

new devices can be added easily to an older system by just 

updating the device drivers in the recording server(s). The 

simple update of the device drivers also keeps the overall 
system maintenance cost to a minimum.   

 

Scalable Video Quality Recording™ - SVQR 

SVQR is a technology that fully explores the synergies 

between edge and central server-based storage, resulting in a 
more efficient and cheaper video storage. SVQR makes it 

possible to record high-quality video to edge storage, while a 

low-quality reference video stream can be recorded centrally 

in the recording servers. In the event of an incident or 

investigation, the initial assessment can be made using the 
centrally stored low-quality reference video, while the high-

quality video can be retrieved from the edge when and as 

needed.  

 

High-availability options 

High-security installations require uninterrupted and 

continuous access to video. To address these needs the 

recording server can be configured to run as a failover 

recording server, which acts as a backup to one, or more, 

primary recording servers. There are two failover modes: 
 

Grooming 
Media grooming enables 

significant savings on 
storage cost when 
operating with long 

retention times: 

 

 

Milestone supports 
• More than 6,000 different 

cameras models 

• More than 150 different 

vendors 

• Any ONVIF compatible 
devices 

For supported cameras and 

other surveillance devices, 
please visit the support 
section on Milestone’s 

website: 

 

 

 

 

 

 

 

 

 

Feature availability 
The capabilities described in 
this brief are fully available 
in XProtect Corporate and 

XProtect Expert and 
partially in XProtect 
Professional+ and XProtect 

Express+. For details please 
refer to the specification 
sheets of the individual 

products.   

 

https://www.milestonesys.com/solution-partners/supported-hardware/xprotect-corporate-and-xprotect-expert/
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• Cold standby: a cost-effective, high-availability 

configuration where one, or a group of recording servers, 
can act as a backup to several primary recording servers.  
 

• Hot standby: offers one-to-one failover backup, where the 
primary and the failover recording servers are defined as a 

mated pair. This mode offers faster failover handling with 

minimal interruption in the recording capability and access 

to live video. 

 

End-to-end-video security 

In high-security installations it is critical to protect the 

integrity of stored video. To prevent undesired access and 
misuse of the recorded video it is possible to encrypt and 

password protect the recording. 

 

To guarantee authenticity of the recordings, the recording 

server provides the option to digitally sign the recorded video. 
This digital signature also makes it possible to detect attempts 

to tamper with or manipulate the video recording. 

 

Video motion detection speeds up investigations 

The recording server offers a built-in video motion detection 
(VMD) function that can be used as a complement to any 

camera-hosted VMD. Besides providing standard motion 

triggered recording, the built-in VMD algorithm generates 

motion metadata. This motion metadata is the foundation for 

the XProtect Smart Client’s Smart Search function.  
 

Using the Smart Search function, it is possible to almost 

instantly locate all recorded sequences with motion in a 

selected area in the camera view. This function greatly speeds 

up investigations of, for example, lost or stolen objects.    

 

Privacy protection and regulation compliance 

Due to privacy or regulatory reasons, video surveillance may 

require the ability to hide certain regions of the camera view. 

Authorized personnel can apply individual privacy masks to 

the cameras in the system, which will be enforced consistently 
in live and playback video and in exported material. 

Video encryption 
The recording server offers 

two levels of video 
encryption (light/strong) 
which can be applied 

according to the specific 
security needs. 

 

 
Self-adjusting VMD  
The VMD in the recording 

server offers an optional 
automatic sensitivity 
control. This offers a 

number of advantages 

• Eliminates the need for 
manual adjustment, both 

in conjunction with the 
initial setup, and when 
there are more permanent 
changes in the 

environmental conditions 

• More robust and accurate 
analysis with less false 

detections, because the 
VMD adapts to changing 
light conditions 

 

 

 

 

Milestone Systems is a global industry leader in open platform IP video management 

software, founded in 1998 and now operating as a standalone company in the Canon 

Group. Milestone technology is easy to manage, reliable and proven in thousands of 
customer installations, providing flexible choices in network hardware and integrations 

with other systems. Sold through partners in more than 100 countries, Milestone 

solutions help organizations to manage risks, protect people and assets, optimize 
processes and reduce costs.  

www.milestonesys.com 



 
 

XProtect
 
Corporate Key Features and Benefits 

 
Limitless multi-server 
and multi-site solution 

XProtect Corporate supports an unlimited number of cameras, servers, sites 
and users  

Feature benefit: Allows you to grow your installation according to your needs 

Milestone Federated 
Architecture™ 

System concept that enables multiple individual XProtect Corporate systems 
to be interconnected into a hierarchical architecture. Allows organizations to 
join multiple independent XProtect Video Management Systems together. 
The feature allows clients on the host system to view video sources 
belonging to multiple independent Video Management Systems 
simultaneously, as if they were on the same system. It is possible to view live 
and archived video. Administrators of the federated systems retain total 
control over which cameras to share and what privileges to grant to the 
Union users.  

Feature benefit: Enables infinite system scalability and central management of geographically 
dispersed sites 

Milestone Interconnect™ A unique system concept that allows most Milestone VMS products to be 
interconnected with XProtect Corporate to gain central surveillance operation 
across geographically dispersed sites 

Feature benefit: Enables central surveillance while reducing operations costs and the need 
for costly on-site visits to remote sites 

Remote Connection 
Service 

Enables you to securely connect remote cameras across different types of 
private and public networks 

Feature benefit: A cost-effective way of connecting cameras because you do not need to 
configure equipment on site 

High system availability 
– Failover Recording 
Servers 

Redundancy option for recording servers ensures maximum system uptime 
while minimizing the video interruption in the event of system problems. 
Operates in two failover modes: cold stand-by and hot stand-by. 

Feature benefit: Minimize the interruption in live streams for operators and loss of recording 
capability in the event of hardware problems.  

Bookmarking  Allows Smart Client users to flag recording sections in the video with 
comments to easily locate at a later time. Bookmarks can be generated 
manually or automatically based on rules, i.e. a bookmark can be made every 
time a certain door is opened.  

Feature benefit: Increases effectiveness during live monitoring as video sequences can be 
shared with other users, and during investigations to mark relevant camera 
sequences in the investigation. 

Alarm Manager Single-point alarm function with fully integrated map, alarm instructions and 
instant access to live and recorded video. Customizable alarm priorities and 
alarm categories make it easy to adapt to specific applied working 
procedures and policies.  

Feature benefit: Provides a consolidated and clear overview of security and system-related 



 
 

alarms that shortens the alarm response times and helps operators taking 
the right actions on incidents 

Map function  Multi-layered map environment provides interactive access and control of the 
complete surveillance system, at-a-glance overview of the system integrity, 
and seamless drag-and-drop integration with XProtect Smart Wall product 
option  

Feature benefit:  Offers instant physical security situational awareness and direct access to 
cameras and other devices in the security installation, which optimizes the 
operators work, and enables seamless drag-and-drop integration with 
XProtect Smart Wall product option 

XProtect Smart Wall – 
Add-on video wall option 

Flexible and hardware independent video wall option that seamlessly 
integrates with the Management Client and XProtect Smart Client  

Feature benefit: Provides situational awareness and provides control room operators with a 
common view of incidents.  

Edge Storage with 
flexible retrieval 

Enables use of camera based storage as a complement to the central 
storage in the recording servers, where flexible time or event driven video 
retrieval allows you to control when video and audio are retrieved from 
camera storage 

Feature benefit:  Edge storage can be used as an additional system redundancy option where 
it minimizes the risk for loss of video recordings in cases where the 
connection between camera and recording server is lost or broken 
unexpectedly. Edge storage can also be used to optimize the use of network 
resources for remote cameras, where users can download recordings when, 
and if, needed and by that preserve the bandwidth  

Multi-stage storage Allows administrators to configure databases and archives in storage 
containers, can also add encryption and data signing to the data, and groom 
data when archiving data to next archive level.  

Feature benefit:  Offers efficient and save video storage that combines superior performance 
and scalability with video data grooming for cost-efficient, long-term video 
storage  

Versatile rule system Scheduled or event-driven rule engine that makes it easy to automate 
different aspects of the system, including the control of external devices, 
such as lights and doors, based on security events or time schedules.  

Feature benefit: Enables customization of the XProtect Corporate system to specific customer 
needs and control of PTZ cameras external systems such as doors and 
gates. It simplifies and/or eliminates the need for manual intervention 

Multicast Support  Generates only one video stream per camera to multiple XProtect Smart 
Client applications 

Feature benefit:  Preserves network bandwidth in installations with many user  

Multi-live streaming Enables you to define multiple streams for live viewing with different 
properties. All streams in the camera can be used and users can manually 
select the stream to view in the XProtect Smart Client 

Feature benefit:  Optimizes bandwidth use and XProtect Smart Client performance when 
viewing many cameras in the same view 



 
 

Native 64-bit Recording 
Servers 

Enable more cameras to be run on a single server unit 

Feature benefit:  Easier system dimensioning and reduced hardware costs 

Language Support  Allows most operators use the system in their native language with support 
for 26 different languages, while the Management Client is available in 11 
languages 

Feature benefit:  Increases usability since users can operate software in their native language.  

Flexible user 
management and rights 
management  

Strict privileges management of users’ access to functions and camera 
actions. Modular user management with support for basic user accounts to 
global user management with single sign-on Microsoft® Active Directory 
accounts. Time based security, where user's access rights to devices and 
functions are based on time profile to block user's access outside normal shift 
hours. 

Feature benefit: Enables XProtect Corporate to be deployed in a wide range of system 
scenarios, with and without central user management using Microsoft Active 
Directory.  
Offers system administrators the full control of rights for each user of the 
system. 

Audit logs Enables extensive logging of all user system accesses, configuration 
changes and operator actions 

Feature benefit: Provides full system tracking and enables audit of individual users actions 

Privacy Masking  Allows users to define privacy masks on individual cameras to hide areas in 
the camera view that must not be visible or recorded  

Feature benefit:  This function is useful when certain areas in a camera view should not be 
visible to operators, or when certain areas shall be concealed in exported 
video. 
Eases the process of legislation compliance. 

Sequence Explorer Displays sequences, time intervals and bookmarks in thumbnail previews,  

Feature benefit: Gives unparalleled visual overview of recorded video combined with smooth 
navigation and the ability to instantly play back listed sequences 

System Monitor Displays actual and historic information about system performance and 
storage use, including network data, storage load and memory use 

Feature benefit:  Allows for proactive system management and maintenance 

Reporting Enables complete or partial printout of system configuration data providing a 
detailed listing of all system configuration settings 

Feature benefit:  Helps system integrators and system administrators to document the system 
configuration 

Built-in Backup-Restore 
support 

Enables manually back up all configuration data including system 
configuration data and map, alarm and view configurations 

Feature benefit:  Safeguard mechanism in the event of hardware failure 

Secure video storage System option for encryption and digital signing of video stored in the system 
and exported from the system using the XProtect Smart Client. 

Feature benefit:  Helps preserve the integrity of stored video information while stored in the 



 
 

system, and allows users to verify that exported video have not been 
modified or tampered with 

Secure HTTPS camera 
connectivity 

Provides secure communication between supported cameras and recording 
servers 

Feature benefit:  Helps you protect video integrity when connecting cameras across the 
Internet or wireless networks 

Built-in Wizards  Allow administrators to easily configure various components in the Video 
Management System, eliminating many manual, error-prone tasks. The 
following intuitive wizards are available:  
- Detect and replacing hardware 
- Configure storage 
- Create Rules 

Feature benefit:  Speeds up and simplifies the system configuration process, while reducing 
the risk for configuration errors  

Fast evidence export Quickly deliver authentic evidence to public authorities by exporting video to 
various formats, including video from multiple cameras in encrypted XProtect 
format with dedicated player, the XProtect Smart Client – Player, application 
included An intuitive video evidence viewer that has the same look and feel as 
the XProtect Smart Client, with instant playback and advanced tools for 
second-level investigations 

Feature benefit:  Shortens the time required to find and export evidence material. Improves 
video evidence handling and makes it easier to combine and re-export video 
evidence  

Milestone Integration 
Platform (MIP)  

Enables seamless integration of video analytics algorithms and Milestone 
Solution Partners (MSP) solutions and other third-party applications. 
Sophisticated plugin architecture enables seamless integration of third party 
components in the XProtect Smart Client and the management client. 

Feature benefit:  Extends the functionality of the VMS system using the Milestone ecosystem 
partners and allows it to be fully integrated with the customer’s business 
systems. 

 

 
 
  



 
 

Generic XProtect® key features and benefits 
 

 

 

Open platform  Open application programming interface (API) and software development kit (SDK) 
enables integration with third-party hardware components and other business 
systems.  

Feature benefit:  Cost effective and flexible because users can integrate the best solutions to add 
features and functionality for creating powerful, new surveillance solutions. 

 

 

Widest choice of 
IP cameras and 
devices 

Support for integration with almost 2,000 IP cameras, IP video encoders and digital 
video recorder (DVR) models from close to 100 different manufacturers.  

Feature benefit: Gives you the flexibility to select the hardware that is optimal for the particular 
usage and the ability select different manufacturers, without limiting your choice 
and possibilities. 

 

 

ONVIF™ and PSIA 
compliant 

Supports ONVIF and PSIA compliant cameras and devices 

Feature benefit: Enables wider choice of cameras that are complaint with the ONVIF and PSIA 
industry standards. 

 

 

 

 

Milestone Systems offices are 
located across the world. For 
details about office addresses, 
phone and fax numbers, visit 
www.milestonesys.com. 
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